
www.hugokamishi.com

mitank

tanuki motosuko

rishiri shikotsu

INSTRUCTION BOOKLET

Feeding your FIsh
It is a common problem that most issues with your Fish Tank will be caused by overfeeding. 

Excess food left in the water will rot down & pollute aquarium leading to water quality problems.

Fish need careful, regular feeding with the right variety of food to remain healthy and to thrive.  
Good nutrition will ensure that your fish are colourful, lively, free from disease and able to reproduce. 

Every species is different and you should seek advise from your local store as to the feeding regime for 
the species you have selected. Always remove any uneaten food with a net.

Cleaning your Filter / ornaments
It is crucial to remember when cleaning filters, gravel, ornaments, plants etc. that you do so in some of 
the water taken from your Fish tank. Never clean anything out in tap water or water which has had any 
form of detergent added. Never clean the glass of the fish tank with a household spray - use a cleaning 

solution suitable for Fish Tanks.

To ensure the smooth running of your filtration please make certain that the sponges are 
replaced or cleaned regularly. We suggest that you replace/clean your sponge (in aquarium water) every 
1-2 months or as and when needed. Never wash the sponge in tap water - always use a small volume of 

water from your aquarium. Discard the water after cleaning.

We recommend that you change the filter floss more often as this is a very fine filter media. The frequency 
on which you need to change will depend on how much waste is produced by your fish. We recommend 

that you DON’T change all the media at the same time as you will lose your benificial bacteria. The Bio 
Glass Rings can be changed whan they look grubby, again, don’t change them all at once.

Guarantee
This product is guaranteed for a period of 24 months from the date of purchase against material or  

manufacturing defects. In the event of a problem the product plus the receipt must be returned to your 
place of purchase. Defective parts will be replaced and the product returned to you. The guarantee is 

considered void in cases of improper use, negligance or tampering.

• Curved Glass Corners
• Compact Power LED Lighting System

• Quick to Fit Overhead Filtration System
• Power filter with Quiet Operation

• Detachable Spray Bar & Bio Sponge Included
• Easy Access Feeding Flip Cover

• Easily turned into a tropical tank by adding a heater

“Fishkeeping creates inner peace 
& tranquility to person & home”

Distributed in the UK by ALF Ltd. Bedfordshire MK42 0PQ
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Contents include: 
Mitank tanuki: 16 litre aquarium, 6x LED light 0.5w - 8500k & overhead filter 300lph

Mitank motosuko: 30 litre aquarium, 8x LED light 0.5w - 8500k & overhead filter 300lph
Mitank shikotsu: 45 litre aquarium, 8x LED light 0.5w 8500k- overhead filter 300lph
Mitank rishiri 58 litre aquarium: 14x LED light 0.5w - 8500k & overhead filter 500lph

SAFETY FIRST: 
 COLDWATER GLASS AQUARIUM:

The most important thing to remember is that water and electricity together could cause an electric shock. 
It is essential that an adult helps with the set up of this Fish Tank.

1/ When you first get the Fish Tank check it over to make sure there are no cracks in the glass. Make sure 
that when you are working out where to put the fish tank you choose a strong flat surface which isn’t in 
direct sunlight. If the surface is not totally flat then this could cause the tank to crack due to the uneven 
pressure point over time. Place on a Hugo Kamishi Mi Mat to protect the surface and the base of the 
aquarium.

2/ When you are happy with the location fill the aquarium with water and then check for leaks. Make 
sure when you are plugging in the electrical items that each one has a drip loop - see fig 1.  
This would prevent any water which was spilt from the aquarium from  
making its way into the plug socket. The loop part of the cable  
should be below the plug socket level.

3/ Never handle the plug or the appliance with wet hands.

4/ If this kit comes with an airpump Never put the airpump in the water.

5/ Close supervision is necessary when the fish tank is being  
maintained by children, people with reduced physical, sensory or  
mental capabilites or lack of experience and knowledge.

6/ Never move the Fish Tank with water in it.

7/ Do not use the Fish Tank for anything other than its intended use.

8/ If you need to use an extension lead to allow power to the Fish Tank ensure that any trip hazards have 
been considered. Also ensure that the drip loop rule has also been applied and no water can drip into 
the extension lead.

9/ If you do have a problem with the fish tank do not attempt repairs yourself.  
This aquarium is constructed of glass and if broken can lead to injury. If the glass does break do not 
touch or attempt to repair it.

SETTING UP YOUR COLDWATER GLASS AQUARIUM:
The most important thing to remember is that setting up a fish tank isn’t a  

10 minute job. if you want to do this properly then you must be patient.
1/ This aquarium is only intended for cold water fish - it can easily be turned into a tropical tank by 
purchasing a heater.

2/ Ensure you have considered the location carefully as once in place it is difficult to move. Make sure 
the surface is flat. Ensure the tank is not in direct sunlight as this will increase algae growth. The Fish Tank 
should be close to a power supply to avoid having to use extension leads. The Fish Tank must be easily 
accessible for feeding and cleaning.

3/ When filling your tank with water we suggest you use clean freshwater and add a water treatment in 
to remove any chlorine. Hugo recommends using Prime from Seachem or Perfect Start from API - Perfect 
Start contains everything for the first 28 days of fishkeeping and will ensure your fish are given the best 
care possible - can be bought in all good aquatic stores. 

4/ The power head provided will work the filter box. fig 2 - Take the power head and insert the top of the 
pump through the large hole, twist it 90 degrees to the “stops”, fig 3 - ensure that the intake pipe and 
strainer are on the intake side of the pump (Inside the aquarium.) Run the lead over and out through the 
integral clip bar in the back left hand side of the hood. fig 4- Connect air intake valve (optional/rishiri only)  
5/ fig 5 - Add filter media, bio glass rings first, followed by the layer of filter sponge and lastly the filter 
floss on the top. fig 6 - Then connect the spray bar and elbow to the top of the pump, the holes in the 
spray bar should be angled downwards so that water is fed to the middle of the layers of filter media.

6/ LED lights are maintenance free, only the perspex cover needs cleaning occasionally on the outside so 
light can pass through efficiently.

7/ Your local fish retailer is the best person to advise you on what fish to buy for your tank and how many 
you can put in. Remember that some species of fish don’t work well with other species in a fish tank so 
make certain that you get the advice from your local shop to ensure that you don’t have any unnecessary 
deaths in your Fish Tank.

8/ Once you have selected your fish it is important you acclimatise them properly. The fish have been 
used to the water in the shop and so you cannot just put them into their new home straight away and 
expect them to be happy! They don’t react well to rapid changes in temperature, light or water quality.  
The best way to introduce your fish is slowly. Float the bag containing the fish in the  
aquarium for about 20 minutes. This will help the fish to acclimatise to the temperature of your  
Fish Tank water whilst still being in the water from the shop. Then open the bag and introduce a small 
amount of extra water from your fish tank into the bag (about 1/3 of the bags volume) Wait for 20 minutes 
and then repeat. Once you have established that your fish are happy then you can tip the bag on its side 
and let the fish, in their own time, venture into their new home.

Thank you for buying your aquarium

fig 1.

Parts (D only available with the rishiri aquarium)

Parts:

A. Spray Bar
B. Intake Pipe & Strainer
C. Powerhead
D. Air Intake Valve 
    (rishiri aquarium only)
E. Bio Glass Rings
F. Filter Sponge
G. Filter Floss

fig 4. fig 6.

fig 5.

fig 2. fig 3.
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